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Product Overview

Product Feature

Polarimeter

Manual Polari meter, wide range (±180°).

Easy to operate, the instrument is suitable for determining the optical rotation of optical compound solution. 

Measurement accuracy: +0.05°. 

Disc Polari meter with a standard sodium lamp splits light into ordinary and extraordinary rays.

Users observe a field of view through the eyepiece, adjust the instrument to the zero point while measuring the dial's 

value, and calculate a substance's optical rotation.

This value helps determine purity, Concentration, Content and Specific Rotation.

MODEL DS-PM01090

Measurement range ±180° - Optical rotation

Dial value 1°

Measuring Accuracy +0.05°

Magnifier magnification 3X

Light source Sodium lamp

Wavelength 589.4nm

Sample tube length Up to 200 mm

Standard Tube 100, 200 mm Glass Sample Tube

Power Supply AC220V/50Hz

Packing  Dimension (LxWxH) 600 × 200 × 400  mm

Gross Weight 5kg

Technical Specification

The Polarimeter is a precision analytical instrument designed to measure the optical rotation of optically active 
substances. It is widely used to determine the concentration, purity, and optical properties of samples in pharmaceutical, 
chemical, food, and research laboratories. Featuring reliable measurement technology, user-friendly operation, and 
accurate results, the instrument supports routine quality control, product testing, and laboratory research applications.
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